We introduce the KAYSUN 2017 Multisystem DC
Inverter designed to provide comfort and technology
to every space. Available in R-410A and R-32. This
is a flexible and versatile range that allows multiple
combinations with different types of indoor units.
This range is also affected by the European Directive
ERP regarding equipments up to 12 kW, fulfilling
thanks to the technological development of its
components. All outdoor units are equipped with a
DC Inverter compressor and DC fan motor, while all
internal units also have a DC Inverter fan motor.

These units are the solution for small spaces in which
a larger scale installation is not possible. They allow
for combinations containing up to 5 indoor units.

“ELEGANCE
AND COMFORT
FOR YOUR
HOME”

Kaysun Multisystem units offer a possibility to
create combinations of different indoors: High
Wall, Cassette, Duct and Console Double Flow with
capacities from 2 to 7.1 kW.



OUTDOOR UNITS
MULTISYSTEM R-410A

MODEL COOLING HEATING SOUND WIDTH/ MAXIMUM NUMBER
CAPACITY (KW) CAPACITY (KW) PRESSURE*DB(A)  HEIGHT/ DEPTH (MM) OF INDOOR UNITS
KAM2-42 DN7 4,0 4,40 54 800/554/333 2
KAM2-52 DN7 5,28 5,57 56,5 800/554/333 2
KAM3-62 DN7 6,15 6,59 575 845/702/363 B
KAM3-78 DN7 7,91 8,21 59,5 845/702/363 3
KAM4-80 DN7 8,21 8,79 60 946/810/410 4
KAM4-105 DN7 10,55 114 63,5 946/810/410 4
KAMS5-120 DN7 12,31 12,60 62 946/810/410 5
OUTDOOR UNITS
MULTISYSTEM R-32 GG
MODEL COOLING HEATING SOUND WIDTH/ MAXIMUM NUMBER
CAPACITY (KW) CAPACITY(KW)  PRESSURE* DB(A) HEIGHT/DEPTH(MM)  OF INDOOR UNITS
KAM2-42 DR7 41 4,39 57 800/554/333 2
KAM2-52 DR7.1 5,28 5,57 56 800/554/333 2
KAM3-62 DR7 615 6,59 575 845/702/363 3
KAM3-78 DR7.1 791 8,21 54 845/702/363 3
KAM4-80 DR7 8,2 8,79 61 946/810/410 4
KAM4-105 DR7 10,55 n4 63 946/810/410 4
KAMS5-120 DR7 12,31 12,6 62 946/810/410 5
INDOOR UNITS
e MULTISYSTEM
PRODIGY @
MODEL COOLING HEATING SOUND WIDTH/HEIGHT/ NET WEIGHT
CAPACITY (KW)  CAPACITY (KW) PRESSURE* DB(A) DEPTH (MM)) (KG)
KAY-26 DR8 2,64 2,93 22 717/302/193 75
KAY-35 DR8 Bi52 41 23 805/302/193 8,2
r — ] KAY-52 DR8 5,28 5,57 24 964/325/222 10,8
KAY-71 DR8 %3 7,61 2 1106/342/232 14,3
*Sound pressure in “Silence” mode.
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MODEL COOLING HEATING SOUND WIDTH/HEIGHT/ NET WEIGHT
CAPACITY (KW)  CAPACITY (KW) PRESSURE* DB(A) DEPTH (MM) (KG)
KAY-S 26 DR8 2,69 2,93 20 722/2590/187 74
KAY-S 35 DR8 3,52 3,81 21 802/297/189 8,2
— i KAY-S 52 DR8 5,28 5,57 23 965/319/215 9
KAY-S 71 DR8 73 764 26 1080/335/226 12

*Sound pressure in “Silence” mode.
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MODEL COOLING HEATING SOUND WIDTH/HEIGHT/  NET WEIGHT
CAPACITY (KW) CAPACITY (KW)  PRESSURE*DB(A)  DEPTH (MM) (KG)
= KAY-D 26 DR8 2,64 2,93 21 897/182/312 99
& KAV-D 35 DR8 3,52 3,81 21 897/182/312 9,9

*Sound pressure in “Silence” mode.
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CONSOLE DOUBLE FLOW @
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"\ [ - MODEL COOLING HEATING SOUND WIDTH/HEIGHT/ ~ NET WEIGHT
§§§§§ CAPACITY (KW) CAPACITY (KW) PRESSURE* DB(A) DEPTH (MM) (KG)
e 4 .- KSD-35 DR12 3.52 3.81 35 700/600/210 15
) I = KSD-52 DR12 47 50 35 700/600/210 15
] *Sound pressure in “Silence” mode.
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MODEL COOLING HEATING SOUND WIDTH/HEIGHT/  NET WEIGHT
CAPACITY (KW)  CAPACITY (KW)  PRESSURE*DB(A)  DEPTH (MM) (KG)
= KCI-26 DMR11 2,64 2,93 29 570/260/570 14,5
o2 KCI-35 DR12 3,52 41 3 570/260/570 16,2
=) KCI-52 DR12 5,27 5,57 a 570/260/570 16,1

DUCTS @
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MODEL COOLING HEATING SOUND WIDTH/ HEIGHT/ NET WEIGHT
CAPACITY (KW) CAPACITY (KW) PRESSURE* DB(A) DEPTH (MM) (KG)
KPD-35 DR12 3,52 3,81 27,5 700/200/450 18
- KPD-52 DR12 5,27 5,86 33 880/210/674 24,3

CAN BE CONFIGURED TO 2 AND 2,6 KW
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