
RESIDENTIAL PRODUCT RANGE

CASUAL INVERTER



MODEL KAY-CF 26 DR8 KAY-CF 35 DR8 KAY-CF 52 DR8
Cooling capacity (min./rated/max.) kW 0.9/2.63/3.99 1.11/3.51/4.16 1.8/5.27/6.12

Cooling capacity (min./rated/max.) Kcal/h 774/2268/3432 932/3024/3528 1562/4536/5267

Cold input capacity (min./rated/max.) W 100/710/1240 130/1237/1580 140/1539/2360

SEER  6.2 6.1 7.1

Cooling energy class A++ A++ A++

Heating capacity (min./rated/max.) kW 0,82/2,93/3,37 1.08/3.8/4.22 1,38/5,57/6,74

Heating capacity (min./rated/max.) Kcal/h 706/2520/2898 929/3276/3629 1184/4788/5796

Heat input capacity (min./rated/max.) W 120/739/1200 100/964/1580 200/1480/2410

SCOP (warm areas)  4.9 4.6 5.2

Heating energy class (warm areas) A++ A++ A+++

SCOP  4.0 4.0 4.1

Heating energy class A+ A+ A+

Power supply V / F / Hz 220-240/1/50 220-240/1/50 220-240/1/50

OUTDOOR UNIT KAE-C 26 DR8 KAE-C 35 DR8 KAE-C 52 DR8
Compressor type Rotativo Rotativo Rotativo

Outdoor airflow m3/h 1700 1700 2500

Sound pressure dB(A) 55,5 56 56

Refrigerant R-32 R-32 R-32

Refrigerant charge / Supplementary charge * gr 500/12 500/12 1000/12

Liquid pipe diameter mm (Inch) ø6.35 (1/4") ø6.35 (1/4") ø6.35 (1/4")

Gas pipe diameter mm (Inch) ø9.52 (3/8") ø9.52 (3/8") ø12.7 (1/2")

Piping max. length m 25 25 30

Pipe height difference m 10 10 20

Width/Height/Depth mm 700/550/275 700/550/275 800/554/333

Net weight Kg 22.7 22.7 34

Power wiring mm2 (2+T)x2,5 (2+T)x2,5 (2+T)x2,5

Communication wiring mm2 (4+T)x2,5 (4+T)x2,5 (4+T)x2,5

INDOOR UNIT KAY-CF 26 DR8 KAY-CF 35 DR8 KAY-CF 52 DR8
Air flow m3/h 520/460/360 600/500/360 840/680/540

Sound pressure (Silence) dB(A) 21 22 25

Width/Height/Depth mm 805/285/194 805/285/194 957/302/213

Net weight Kg 7.5 7.5 10

Power wiring mm2 From outdoor From outdoor From outdoor

Communication wiring mm2 (4+T)x2,5 (4+T)x2,5 (4+T)x2,5

TECHNICAL SPECIFICATIONS

Note: Before installing these units, please check the standards in force in your country regarding the use of refrigerant gases.
*Factory pre-charge for 5 metres of installation.
Working temperature range: -15ºC to 50ºC (Cooling) / -15ºC to 30ºC (Heating)
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•	 Optional WiFi control


